BBULL EK

The BBULL EK solution can be supplied with up to five
sensors to detect the presence and verify the
correct label using a bar-code or data-matrix code
on multiple labels. The low cost system is available
as a stand-alone unit to detect label presence on
the conveyor, a turnkey solution for easy installation
in to most manufacturers’ rotary labeling equipment,
or as an OEM package to integrate with new
products.

Max Speed: 120,000c/h (2000bpm)
Max Line Speed: 2.0m/s (6.5ft/s)

Available Sensor Inputs: 6

Label Types: paper; plastic; transparent

110-250vac; 50/60hz;
see reject device

Electrical Requirements:
Air Requirements:

BBULL EK provides a simple robust solution
to add label inspection to your existing or new
labeler.

Features

* Stainless Steel control unit with integrated local
user interface display.

* Support for up to 5 label presence sensors, or
code readers.

¢ Installation and sensor mounting kits available for
standard rotary labeler designs.

* Integrated part tracking within the labeler and
on the exit conveyor to support any of BBULLs
industry leading rejection systems.

* Comprehensive Alarm and Fault signals to
interface with labeler controls.

* Remote configuration and data management
available.

Specifications Functionality

The BBULL EK label inspection system comprises a
compact control unit, plus application specific sensor and
mounting kits. The integrated button display provides local
access to all setup parameters and statistical monitoring
data. Label monitoring is also available remotely through
standard communication protocols. The embedded controller
performs part tracking to trigger alarm events to the labeler
controls and interface with a rejections device to remove
faulty containers from the line.
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